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Delphi DS Diagnostics  

Bluetooth adapter SV10088 

Description of the change 

SV10088 

No longer supplied with hardware 

The ‘Security’ dongle is required for the software to function, and requires the internet connection at 
all times. This will ensure ‘License’ checks are completed 

 

 
The new Mini-VCI is compatible with Bluetooth 2.1 
software or later, and all computers manufactured since 
2007 with built in Bluetooth should have this version or 
later 
Bluetooth software versions are backward compatible 

 
Delphi originally supplied the Bluetooth adapter SV10088 in 
its range of DS hardware to enable the communication 
between the DS VCI and the older computers without built in 
Bluetooth software. Due to advancements in computer 
technology, most computer manufacturers now include 
Bluetooth software as standard. This has resulted in the 
SV10088 Bluetooth adapter no longer being required within 
the hardware 
Consequently, as of June 2016 the Bluetooth adapter is no 
longer contained in SV10546 and SV10546EX 
 

 Do not confuse the Bluetooth adapter with the software 
‘Security’ dongle - 
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Built in Bluetooth - How to check  
 

Remove any Bluetooth adapter currently inserted into  
     the USB ports of the PC 

Go to ‘Control Panel’ and select ‘Device manager’ to 
check the presence of ‘Bluetooth Radios’. This icon will 
also be visible - 

 
 
 

 
 

 

 
 

 

Checking Bluetooth is activated 
 

Right click on ‘Microsoft Bluetooth Enumerator’ or 
‘Generic Bluetooth Adapter’ (varies on every PC) within 
‘Device Manager’  
 Select ‘Enable’ from the drop down to switch on the 
Bluetooth adapter 

 
 
 

 
 

 
 

 

Checking Bluetooth version 
 

Follow steps above for checking activation and click 
on ‘Properties’ then select the ‘Advanced’ tab. The 
‘LMP’ version will be displayed, for example ‘LMP 
version 6.8718’ 
This will need to be ‘Version LMP 4.x’ or later, which 
is equivalent to Bluetooth 2.1 + EDR* 

*Please refer to the ‘Bluetooth Versions’ chart at the 
end of this note 
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Wireless activation 
 
It is recommended that the ‘WI-FI’ is also activated on 
the PC. This is usually a simple ‘switch’ located on the 
PC, a key or a combination of keys. If no switch is 
present, WI-FI can be activated from within the ‘Device 
Manager’, right clicking on the installed ‘Wireless’ card, 
then selecting ‘Enable’ to activate.  
Once activated you should see the ‘WI-FI’ symbol in the 
bottom right corner of the PC screen. 
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*Bluetooth Version chart 
 

LMP version Bluetooth version 

LMP 0.x Bluetooth 1.0b 

LMP 1.x Bluetooth 1.1 

LMP 2.x Bluetooth 1.2 

LMP 3.x Bluetooth 2.0 + EDR 

LMP 4.x Bluetooth 2.1 + EDR 

LMP 5.x Bluetooth 3.0 

LMP 6.x Bluetooth 4.0 

LMP 7.x Bluetooth 4.1 

LMP 8.x Bluetooth 4.2 

EDR: Enhanced Data Rate 
LMP: Link Management Protocol 

SV10088 Bluetooth adapter remains a ‘Live’ part number and can be ordered to replace a lost or damaged adapter 
 

Should you need any assistance, please contact your local Service Operations team 

Visit https://www.delphiautoparts.com/en/software/ to download the latest version of the diagnostic software  
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